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LDAR Overview

How did we get here?

 What is LDAR?

 LDAR is the process of identifying a leak in the production process 

and repairing it (Leak Detection And Repair)

 Why do we do LDAR?

 Community Standpoint:

 The largest benefit of LDAR is the environmental benefits of reducing 

emissions from Leaking valves

 Company standpoint:

 LDAR = Operational Excellence

 By quantifying leaks and fixing the leaks via maintenance or redesign, a 

company has greater mechanical availability

 More Mechanical Availability = More production per input

 How does Acoustic Monitoring fit into the overall picture?

 It eliminates the largest source of process leakage to the flare 

reducing the overall emissions tonnage and provides a significant 

financial return

 Steve Probst

 Chairman

 Sage EHS International



Traditional LDAR versus 

Acoustic Monitoring LDAR

Traditional LDAR 

(ppm to atmosphere)

Acoustic Monitoring LDAR 

(Tons to Flare)

 Steve Probst

 Chairman

 Sage EHS International



Method 21/OGI LDAR

 Method 21

 The Method 21 LDAR method requires a 

Flame Ionization Detector which is used to 

monitor the emissions from a valve stem

 Bottom Line: The focus is on the emissions 

from the valve stem

 Steve Probst

 Chairman

 Sage EHS International



Acoustic Emissions LDAR

 Acoustic Emissions

 Quantifying the amount process leak to the flare via 

acoustic monitoring of the valve seat

 Bottom Line: The focus is on the valve seat

 Dave Anderson

 Director

 Score Diagnostics 

Limited



Where are we likely to make the 

biggest impact and best gains?

Emissions Monitoring : Question



M21 LDAR versus

Acoustic Monitoring LDAR

 Component Count Difference

 M21 LDAR

 Acoustic Monitoring LDAR

Equipment Counts

Valves 10000

Connectors 30000

Pumps 100

Equipment Count

Valves 200



M21 LDAR versus Acoustic 

Monitoring LDAR (Emissions)

 Emissions Leakage Comparison

 M21 LDAR

 Acoustic Monitoring LDAR

Baseline Emissions (tons) per year

Equipment
Component 

Count Emissions

Valves 10000 219

Connectors 30000 240

Pumps 100 9

Total 40100 468.2

Baseline Emissions (tons) per year

Equipment
Component 

Count
Emissions From 

Flare (tons)
Acoustic Emissions 

to Flare (tons)

Valves 200 36 1800



M21 LDAR versus 

Acoustic Monitoring LDAR 
 Difference of Component Count, Emissions 

Leakage, and Financial Impact

 M21 LDAR

 Acoustic Monitoring LDAR

Baseline Emissions (tons) per year

Equipment
Component 

Count Emissions to Flare (Tons)

Potential Financial 
Impact at Proplyene 

.33/lbs

Valves 10000 219 $ 144,540.00 

Connectors 30000 240 $ 158,400.00 

Pumps 100 9 $     5,940.00 
Total 40100 468.2 $ 309,012.00 

Baseline Emissions (tons) per year

Equipment
Component 

Count Valves Leaking to Flare
Emissions to Flare 

(tons)

Potential Financial 
Impact at Proplyene

.33/lbs

Valves 200 36 1800 $1,200,000.00



M21 LDAR versus 

Acoustic Monitoring LDAR 

 Difference of Leak Rates of Pre-LDAR and Post LDAR

 M21 LDAR

 Acoustic Monitoring LDAR

LDAR Leak Rates

Pre LDAR Implementation Post LDAR Implementation

8% 2%

LDAR Leak Rates

Pre Acoustic Monitoring 
LDAR Implementation

Post Acoustic Monitoring 
LDAR Implementation

15% 0%



Evolution of LDAR
Where do we go from here?

 If Acoustic Monitoring has greater return, then why not 

implement this first… or at least side by side?

Case Studies
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As part of the compliance plan, the  business has 
promised to survey valves connected to the flare and 
fix and/or replace leaking valves. 

This has a 3-fold benefit:
1. Reduce the amount of losses to the flare

2. Reduces the size of the FGR Unit.

3. Reduce undesirable components recycled

to the process or Fuel Gas

Flare Gas Recovery 
TX-7 Valve Survey 
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Acoustic Emissions (MIDAS Meter®) 
Valve Survey Scope

Survey Goal:
• Detect and quantify valve leak-by of flare valves and in-service PSVs 

lined up to large flare.

Valves in Scope (62):
• Valves in-service (lined up to flare) accessible via existing platform, 

ladder or ground level 

Out of scope: *per SSIS checklist:
• Valves with less than 30 psig dP

• Valves that required scaffold or lifelines to access

• Valves out of service or not lined up to flare
– Example: Spare in-line PSV where inlet valve was closed

Flare Gas Recovery 
TX-7 Valve Survey 



15

Valve Survey Details

Sampling locations:

SCORE Generated Survey Report:

Flare Gas Recovery 
TX-7 Valve Survey 
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MIDAS Meter ® Survey Results 

Of the 62 valves surveyed with MIDAS Meter®, which were 

lined up to the flare, 12.9% (8) were found to have 

excessive leakage.  

Customer calculated that they were losing $342,709      

of product annually, through these leaking valves. 

Note : This sum represents product losses only and is outside

of any Environmental Protection Agency (EPA) penalties                                  

that may be incurred 

13%

87%

Leaking Valves

Sealing Valves

Flare Gas Recovery 
TX-7 Valve Survey 
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Location Description Valve Tag Name

Lb/hr

leakby rate $/Lb HVC $ lost/year

T38A/B to Flare CV-33B36 11.7 0.10 $10,233 

D-52 Flare Valve PV-37A02 11.3 0.22 $21,720 

C30 Discharge PSV PSV-36A 22.2 0.33 $64,262 

C30 Discharge PSV PSV-36B 28.4 0.33 $82,058 

C30 Discharge PSV PSV-36C 27.3 0.33 $78,928 

D-20C PSV PSV-20H Bypass 6.7 0.25 $14,633 

T-10 PSV PSV-10C 34.6 0.20 $60,619

E-27 export PV PV-4912 5.1 0.23 $10,256 

Total Losses 147.3 $342,709

Flare Gas Recovery 
TX-7 Valve Survey

The table below shows the losses incurred per valve :-
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The charts below visualize the losses incurred per valve :-

Annual Losses of Product to Flare    lb/hr of Lost Product 

               from Leaking Valves            
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Flare Gas Recovery 
TX-7 Valve Survey
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1. Valves’ condition and performance was monitored quickly, easily and 

non-invasively, ensuring minimum disruption to production. 

2. The sources of lost profits from through-valve product leaks were 

identified and targeted for recovery.  

3. Targeted and prioritised maintenance interventions were possible, 

based on evidence / known condition of each individual valve.

4. Plant operating efficiency was maximised with smaller than 

“expected” investment, since all unnecessary spend and losses were 

eliminated. 

Flare Gas Recovery 
TX-7 Valve Survey

The benefits of using the MIDAS Meter® were:-
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MIDAS Meter ® Survey Results 

Of the 50 valves surveyed with MIDAS Meter®, which were lined up to 

the flare, 10% (5) were found to have excessive leakage.  

Total calculated losses of 81 lbs/Hr

of product leaking through these valves. 

10%

90%

MIDAS Meter® Survey Results

Leaking Valves

Sealing Valves

Flare Gas Recovery 
St, Charles  Valve Survey



DISRUPTION :-

Work in different (NEW) ways 

to achieve different (BETTER) 

operational outcomes (RESULTS)

and (PEAK PERFORMANCE)

Thought Leadership…



Conclusion : “Close the loop” with 
Intelligent Valve Management™

Score Group plc 
Intelligent 

Valve 
Management™

1 
Engineer

2     
Supply & 
Install

3 
Monitor

4 
Maintain

5       
Learn

The Virtuous Circle of Continuous Improvement



Any 

Questions?

midas.enquiries@score-group.com

www.midasvalvediagnostics.com

www.score-group.com

Tel : +44 1779 485508

http://www.midasvalvediagnostics.com/
http://www.score-group.com/

